DESCRIZIONE / DESCRIPTION
Gruppo saldobrasato con placchette in diamante composto da un truciolatore Z=3+3 frazionato, una fresa

Z=3+3 frazionata e una lama rasante Z12 ,che permette una regolazione da 10-40 mm. Il gruppo é riaffilabile c6
volte. La regolazione avviene attraverso |'utilizzo di anelli distanziali in dotazione.

A2126

Gruppo in diamante per tenonatrice stondante
Diamond cutter set for tenoning machine

MATERIALE LAVORATO /
MATERIALS

legno duro, mdf

hHrd wood, hHrd wood, mdf

IMPIEGO / FUNCTION
tenonatrice stondante doppia,
tenonatrice stondante singola
double tenoning machine, single
tenoning machine

Dimond cutter set with Pcd, composed of one hogger Z=3+3 splitted, one cutter Z=3+3 splitted and a scoring
blade Z=12. The tool set permite a tenon adjustment from 10 to 40 mm. The adjustment takes place through the

spacer rings supplied.
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DATI TECNICI / TECHNICAL DATA
ART | cob | DRW D B [ LT z | d B1 D2 | REG ([ROT| K | W | Q | U |
A2126 001 | 94889 | 90 | 31 | 963 | 12+3+ | 30 | 145 | 110 | 10-30 |[DxRh| 50 | 2 | 8 | 4
A2126 002 | 94890 | 90 | 31 | 963 | 12+3+ | 30 | 145 | 110 | 1030 | sxth | 50 | 2 4

Utensili in diamante — Diamond tools



